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Appendix A

Instructions to Commercial Vendors for Marking and Bar Coding
Supplies for Shipment to the National Logistics Support Center,
Kansas City, Missouri

Bagic Reguirements

rroduct and contract/purchase order information markings sghall be
placed on containers for items delivered to the Natiocnal
Loglstics Support Center (NLSC). These markings shall contain
information and be placed in accordance with regquirements of MIL-
STD-125M, Marking for Shipment and Storage, and MIL-STD-1189B,
Standard Department of Defense Bar Code Symbology, with
exceptions allowed as described below, or as contained in the
contract or ordering document. The cited MIL-STD standards are
available from the follcowing source:

Defense Printing Service Detachment Office
Department of the Navy

700 Robbins Avenue

Philadelphia, PA 19111-50294

Telephone orders for these documents may be placed at 215-697-
2179. The information provided below ig a syncopsis of those MIL-
STD requirements deemed important to logistics management
requirements at the National Logistics Support Center. Note that
bar cecde requirements are applicable unless they are specifically
identified as excluded in the contract or purchase order.

A. QGeneral Descripticn of Reguirements

The MIL-STDs contain reguirements for content and placement of
markings on centainers of items delivered under contract or
purchasge order. These regquirements include text markings of
product, contract and vendor information, ag well as select bar
coded information.

Marking requirements differ for extericr containers and other
levels of packing--unit packs, intermediate containers. An
exterior container is defined as a container designed to protect
unit packs and intermediate containers and thelr contents during
ghipment and storage. It can be a unit pack cr an intermediate
contaliner, or contain a combination of unit packs and
intermediate containers. An extericr container may or may not be
uged ag a shipping container. An intermediate containey is
defined as a wrap, box, or bundle containing unit packs of
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identical items. A container which meets the definition as an

intermediate container, but which is used as a shipping
container, shall be marked as an exterior container. Any
container which includes two or more NSN's shall be marked as an
exterior container.

Different purchase crders or contracts shall not be conscolidaced
in a single container or pallet.

B. Text Information

Text information shall include product identification and
contractor information. These two types of informaticon ar
described sgeparately below, for each of the possible types of
containers.

B.1. Identification markings on unit packs, intermediate
containers, and unpacked items

In the order listed below, the following information is required
unless specifically exempted in the procurement contract or
order, or shown as optiocnal.

! NSN(Naticonal Stock Number), teo include spacesg or dashes and
any prefix or suffix shown in the contract or
reguisition.

! CAGE code and part number (PN}. The letters "CAGE" and
either "PN" or "P/N" shall be used to identify this
infermation. The PN specified in the contract {(if any)
shall be used; if none is specified, the PN of the
actual manuiacturer or the PN assigned by the company
awarded the contract. No PN is reguired if none is
asglgned to the item,

! Item description or nomenclature. A sghort description of
the product identified by the NSN. If specified in the
contract or procurement document, the Agency Stock
Number shall be shown on the next line{s), for example:
ASN: KIZ20-3A3

Pguantity (QTY) and Unit of Issue (UI}. The guantity is the
number of units of issue in the marked unit pack or
intermediate container. The unit of issus ig the
standard or basic guantity indicated in the procurement
contract or order as the minimum guantity issued, e.g9.,

~
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gquart, liter, dozen, foot, meter, each, gross, etc., A

nondefinitive UI shall be accompanied by a guantitative
expression, such as
"1 RCOLL (1¢C FT) v

! Contract number or Purchase Order number, and line item
number.

! When shelf-life markings are specified in the contract,
purchase order, purchase description, specifications,
material standards, and other procurenment documents,
they shall include the shelf life expiration date, and
be shown below the product description information on
unit packs, intermediate containers, and unpacked
items.

I Hazardous Material Identification information shall be
included in accordance with MIL-STD 123%-M, and
standards referenced therein. A Material Safety Data
Sheet (MSDS) ghall be included with each shipment.

! An item assigned a serial number shall have that number
applied to the unit pack and to the intermediate
container preceded by the abbreviation "SER NO". The
serial number data shall be shown directly below the
product identification markings. When unit packs
bearing consecutive serial numbers are packed in an
intermediate container, only the first and last numbers
in the sgseries shall be shown. When not in seguence,
each number shall be listed on the container. When
there is inadequate space con the container for the
marking of multiple serial numbers, a list of serial
numbers shall be inciuded. One copy of the serial
numpber list shall be placed inside the container and
one copy shall be placed in the packing list envelope.

The identification-marked side of the container shall
be marked "SERIAL NUMBER LIST INSIDEM.

Figure 1 illustrates the content and placement of product
identification markings on unit pack and intermediate containers.

ners

fri

B.2 Identification and contract markings on exterior conta

When necegsary, due Lo a number of varyving NSN'g being sghipped on
Che same contracth at the zame time, an exterior containey may be
required to consolidate several different unit packs and/or
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intermediate containers. In addition, an intermediate contalner

may be utilized as a shipping container, and shall be marked as
an exterior container. The following identification and contract
information shall be marked on exterior containers in the order
listed.

B.2.1 Exterior Containers Containing a Quantity of a Single NSN

If the exterior container contains one or more unit packs or one
cr more intermediate packs of the same NSN, the exteriocr
container shall be marked with the following product description
and contract information:

Identification Information

! National Stock Number (NSN) , in the manner described in B.1
above.

| CAGE code and PN, in the manner described in B.1 above.

! Item description or nomenclature. If specified in the
contract or procurement document, the Agency Stock
Number shall be shown on the next line, for example:
ASN: K220-3A3

I Quantity and UL, as described in B.l. The quantity should
reflect the total number of units of issue packed in
the exterior container.

! Grosg weight and cube. The capital letters "WI" and CU"
shall precede the grogs welght and cuke numerals. If
no units of measure of weight or cube are shown, it
will be assumed that the values are expressed in pounds
and cubic feet. The gross welght shall be expressed in
pounds, rounded up to the nearest pound. The cube
shall be calculated from the overall length, width, and
height dimensions of the exterior shipping container.
Irregular, cylindrical, or round items shall be

considered to be rectangular soclids. The cube shall be

expressed in cubic feef, expressed in decimals rounded
up tc the neareat tenth of a cubic foot. If metric
units are used to show weight or cube, the uni

be included after the value, for example, WT 5.2 KG (U

3.4 LITER.

! When shelf-life markings are specified in the contraceg,
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!

!

o
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purchase order, purchase description, specificatiocns,
material standards, and other procurement documents,
they shall include the shelf life expiration date, and
be shown below the product description information on
exterior containers. NOTE: Any ingpection/test date
and other shelf-life markings, when required, shall be
applied below the identificaticon markings and asg
specified in MIL-STD-1239M.

required hazardous material markings shall be shown on
the exterior container. For information on the
additional marking and labeling requirements for
hazardous materials, see MIL-STD-129M and other
standards referenced therein.

Items agsigned a sgerial number shall have that number

applied, either in text format or bar coded, to the
exterlioxr container, preceded by the abbreviation "SER
NO®". The numbers shall be ghown directly below the
above product identification markings. When unit packs
bearing ccnsecutive gerial numbers are packed in an
exterior centainer, only the first and last numbers in
the series shall be shown. When not in seqguence, each
number shall be listed on the container. When there is
inadeguate space on the container for the marking of
multiple serial numbers, a list of serial numbers sghall
be included with the shipment. One copy of the serial
numpwer list shall be placed ingide the container and
one copy shall be placed in the packing list envelope.
The identification-marked side of the container shall
be marked "SERIAL NUMEBER LIST INSIDE".

Contract Information

Contract or purchase order number, and line item number,

Where applicable, also include delivery order number,
modification number, or lot number.

Figure

Name and address of the contractor {(including nine-digit zip
code} . The street address is optional. When supplies
are shipped from a subcontractor, only the name and

address of the company awarded the contract shall be
used.

illustrates the content and placement of identification

contract markings on exterior containers which contain a
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gquantity of a single NSN.

B.2.2 EBExteriocr Containers of multiple NSN's.

When containers of items include more than a single NSN, the
container shall be marked with the following information, in the
order listed, as shown on the next page:

Tdentificatrtion Information

! Include on the first line the word "MULTIPACK". If the
contalned items are 1in support of a system identified
in the order or contract, the system ghall be
identified on this line, e.g., "MULTIPACK FOR NEXRAD
SYSTEM"

! the gross weight and cube

! In addition to any shelf-life markings, the words "CONTAINS
SHELF-LIFE ITEMS" shall be placed on the next line(s).

! Warranty information. The words "WARRANTED ITEMS INSIDE"
shall be placed on the next line if contained items are
covered by a warranty.

! Hazardoug Material Identification markings, as specified in
MIL-8TD-128M and references contained therein, shall be
placed on multi-pack containers.

! Other special markings. Caution markings shall be applied
as required {e.g., FRAGILE, arrows, hazardous warning
labels, electrogtatic discharge sensitive deviges,
etc.).

! Iltems assigned a serial number shall have that number
applied to the exterior container, preceded by the
abbreviation "SER NO". The numbers shall be shown
directly below the product identification markings
listed in the previous paragraphs. When unit packs
bearing consecutive gerial numbers are packed 1in an
exterior container, only the first and last numbers in
the series shall be shown. When not in segquence, each
numbar shall be listed on the container. When there is
inadeguate space on the container for the marking of

-

multiple serial numbers, a list of seriai numbers shall
e included with the shipment. One copy of the serial
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numpber list shall be placed inside the container and

one copy shall be placed in the packing list envelope.
The identificaticn-marked side of the container shall
be marked "“SERITAL NUMBER LIST INSIDE".

Contract Information

P Contract or purchase crder number, and line item number.
Where applicable, also include delivery order number,
modification number, or lot number.

! Name and address of the contractor (including nine-digit zip
code}. The street address is optional. When supplies
are shipped from a subcontractor, only the name and
address of the company awarded the contract shall be
used.

C. Shipping label markings

Shipping address markings or shipping labels shall be in
accordance with accepted carrier practices and DOT regulations,
or as otherwlise prescribed in the contract or order. Address
marking requirements of MIL-STD 129M are NOT included as part of
regquirements for shipment to NLSC, except that the Standard shall
serve as gulidance for placement of shipping labels on containers.

When muitiple shipping containers are included in a ghipment, the
markings on each container shall include the serialized container
number and the total number of containers in the shipment, e.g.,
1 of 5.

All sghipments to the Naticnal Logistics Support Center shall be
madse to the following address:

DOC/USDA

Natiocnal Logistics Support Center
1510 East Bannister Road, Bldg. 1
Kansas City, MO £4131-3C09

D. Bar code markings

Uniess otherwise gpecified in the contract or order, bar code
markings are required on all containers and locse or unpacked
items. Bar cocdes are to be of Code 3 of 9 symbology, generally
of medium density (3.0 to 9.4 Characters Per Inch!. The extended
2 ¢f ¢ character set ig NOT to be utilized. ALl bar codeg and
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the human readable interpretation (HRI) shall meet the

gpecifications contained in MIL-3TD 1188B, Standard Department of
Defense Bar Code Symbology. The HRI shall be an exact
interpretation of the bar code data and shall nct contain spaces
or dashes or start/stop characters. The preferred location for
the HRI is below the bar cocde markings, while the opticnal
location is above the bar code markings.

D.1 Unit Packs and Intermediate Containers

Unit packs and intermediate containers shall contain a bar code
of the National Stock Number (NSN). This bar code shall consist
of the basic 13 data characters. Prefixes and suffixes to the
gtock number, as well as spaceg and dashes, shall not be bar
coded. The HRI shall include only the 13 basic data characters.
Dashes, spaces or start/stop characters shall not be shown in
the HRI.

When a requirement for bar coded gserial numbers is specified in
the procurement contract cor order, an item assigned a serial
number shall have the bar coded serial number applied to the unit
pack and to the intermediate container. The bar codes shall be
located directly below the product identification markings
preceded by the abbreviation "SER NO". The letters "SER NOY
-ghall not be bar coded. When more than five serial-numbered
items are in an intermediate contalner, two serial number lists
shall be provided. OCne list, which is to be placed inside the
container, shall contain a bar code for each serialized item.

The second list shall be placed in the packing list envelope; bar
coding of the second serial number list is optional. The words
"SERTAL NUMBER LIST INSIDE" shall be marked on the product
identification-marked side of the container.

Figure 3 illustrates the marking placement and bar code
reguirements for unit packs and intermediate containers.

D.2 External Containers

Information to be bar coded on exterior containers which contain
a single NBSN shall include:

(o N

{1} Naticnal Stock Number {NSN). The NSN shall be bar code
as specified in .

pod

{2V Contract/Deliveryv Order or Purchase Order number. The
bar coded contract/delivery order or order number ghall consist
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of up to 1% characters, as prescribed in the contract or crder.

(3} Commercial and Government Entity (CAGE) code of the
company awarded the contract. The CAGE code shall consist of 5
characters.

(4} Contract Line Item Number (CLIN} when used. The CLIN
ghall consist of 6 characters, including zero fillers placed to
the left of the number (e.g., C0C0LARB).

NOTE: For extericr containers containing more than a single NSN,
such as multipacks, bar code markings on the exterior container
shall be limited to the contract or corder number. However, unit
packs and intermediate containers which are included in the
exterior container shall be bar coded as described in D.1.

HRI information shall be preferakly shown under the bar code, and
shall include only the bar coded data characters; start/stop
characterg shall not be shown

In addition, when a requirement for bar coded serial numbers is
gpecified in the procurement contract or order, all items
assigned a serial number shall have the bar coded serial number
applied to the extericr container. The bar codes shall be
located directly below the product identification markings and be
preceded by the abbreviation "SER NO"; the letters "SER NO" shall
not be bar coded. When more than five serial-numbered items are
contained in an exteriocy containsr, twc serial number lists
shall be provided. The first list, which is to be placed inside
the container, shall contain a bar code for each serialized item.
The second list shall be placed in the packing list envelope;
bar coding of the second serial number l1ist is opticnal. The
words "SERIAL NUMBER LIST INSIDE" shall marked on the product
identification-marked zide of the container.

Figure 4 illustrates the placement of markings and bar code
reguirements for external containers.,

Figure 5 illustrates the layout format acceptable for bar code
markings on exterior containers.

E. Markings and Marking Materials

Markings shall be by stenciling gtamp%na machine printing, or
labeling {using preprinte d labe . In additicn, hand printing
may be used on packs and containers for marking any of the

[
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following: serial numbers, quantity per pack, date of pack, total

pieces, and weight and cube. Hand printing must be clear and
legible. BAbbreviations associated with these markings, such as
"SER NCOY, "WT", and CU", may also be hand printed.

The lettering for all markings on all sizes of containers shall
be in capital letters of egual height, shall be clearly legible,
and shall be preoporticnate to the available marking space on the
container. When marking space permits, stenciled or pre-printed
markings shall be not lesgss than one-fourth of an inch nor more
than 1 inch in height. Unless otherwise gpecified in the
procurement or contract document, identification, contract data,
and address markings shall be not less than .055 inch
{approximately three thirty-seconds of an inch).

If labels for extericr contalners are not inherently waterproof,
they shall ke waterproofed by ccating the entire outer surface of
the label with a transparent, waterproofing material, such as
gpar varnish, acrylic coating compound, o©r other protective
coating. Transparent tape may alsc ke applied over markings to
provide waterproof protection; however, readability of bar codes
must be assured for this type of waterprocof protection.

Paper labels shall be made of sized white paper stock having a
smooth finish and a minimum basis weight of 20 pounds. Labels
shall be of a water-resistant grade of paper, film, fabric, or
plastic and shall be coated on the unprinted side with a water-
inscluble, homogenecus, pressure-sensitive, permanent type
adhesgive. The adhesive shall adhere te metal, plastic, ox
fikberboard surfaces under high and low temperatures associated
with expected shipping and warehousing conditions. Labels shall
have a finish capable of withstanding rnormal handling during
ghipment and storage and shall be suitable for printing and
writing on with ink without feathering or spreading. The applied
label must remain securely in posgsition under anticipated
conditions of handling, shipment and storage.

F. Packing Slip Documentation

Each stand alone container {defined as the coutermost container of
a shipment) ghall be individually marked with a packing slip.
Additionally, all stand alone packages shall cortain an internal
packing slip to insure proper documentation in the event of logs
of the external packing slip. Each packing slip shall be marked
within the following information:

[
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1. National Stock Number

2 CAGE code and PR

3 Item Description or Nomenclature

4 Agency Stock Number, if identified in the contract or order
5. Quantity in the container and Unit of Issue

& Contract or Purchase Order Number and Line Item Number.
{(Where applicable, include delivery crder number.)

7. Shelf-Life Expiration Date

8. Hazardous Material Identification

9. Serial Number(s), 1f warranty tracking or specialized control
of stock is reguired.

10. Container number and total number of containers included in
the shipment (e.g., 1 of 5)

If desired, the contract or purchase order number and CAGE code
may be marked in the heading of the packing slip in order to
avoid repetition.

The packing glip ghall be securely attached to the end or side of
the container, and sealed in a waterproof container conforming to
MIL PPP-E540, Class 1. They shall be secured to the exterior of
the palletized load or containers in the most protected location
with tape, or pressure sensitive adhesive backing applied to
containers other than wood. On wood containers, tacks or staples
shall be used.

G. Pallet Regquirements

Shipments shall be palletized to the maximum extent practical.
When a shipment is palletized, the pallet size must be 44 inches
by 44 inches. The maximum stacking height shall not exceed 48
inches. The shipment shall be palletized in numerical container
order, shrink-wrapped and deouble strapped with metal or nylon -
strapg acrosg both directions.

12
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Figure 1. Identification and Contract Markings for
Unit Pack and Intermediate Containers.
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EXTERIOR CONTAINER N
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5210.00.724.9826

CAGE 12435 PN 02.51A
LEVEL, SPIRIT, CLINOMETER
ASN: 41.L-3

16 EA

WI24 CU 72

JOWCNW40T42]  GOD9A
SCRANTON INDUSTRIES
SCRANTON,PA  12517.3561

Figare 2. Typical exterior container text markings.
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INTERMEDIATE CONTAINER » s UHIT CONTAINER
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Figure 3. Barcode markings on unit packs and
intermediate containers.
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EXTERIOR CONTAINER -

e

5210-00-724-9826

CAGE 124358 PN 02314
LEVEL, SPIRIT, CLINOMETER
ASN: 041-L-3

16 EA

WT 24 CU 72
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o009a

SWCIIWAD742]1  BE08A
SCRANTON INDUSTRIES
SCRANTON,PA 12517-3561

Figure 4 . Typical exterior container text and har code markings.
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(I LIVE)
TWOFIELD FORMAT
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THREEFIELD FORMAT

(S TAGGERED)

(TAGGERED)

"

FOURFELD FORMAT

Figure 5. Accepishle har code kagywut formais for exterior containers.
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